
Assembly instructions Exclusive (0113) 
  

Put the bottom parts on some kind of mat which is clean and soft to prevent the TubCoat surface from scratches. Screw the 
three base parts together. Use 12 screws (4,2x55mm) (1). Assemble the supporting legs. Use 9 screws (4,5x60mm) (B). 

  

Fasten the black pipe holder where it is marked. Use screw 
4x40mm 

 

Put the washer on its wall fitting till the clamp-collar is fixed 
to it. Apply silicone on the threads as well as on the fluted 
surface. 

  

Assemble the wall fitting and the lower pipe. Use the 
included wooden tool. 

 

Assembly of the first side module should be done in this 
position. There are two black lines marked where you should 
begin. 
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Side module with hole for the heater is the first which should 
be mounted. 
 

Trace of the groove’s outer edge should meet the black line. 
 

  

If the side modules need to be altered please use the 
wooden log which can be found in the box.  
 

The groove’s inner edge (close to taping) should meet the 
milled line. 

 
  

Slant the following side module towards the inside and push 
it towards the groove before it will be fixed with the base. 

 

If mounted right, the black line should be in the middle of the 
open groove/gap. The included strap can be used to keep 
the side modules in place during assembly. 



  

For the tightening strap measure 83 cm from bottom of the 
slat upwards and mark it. That’s where the nails will be 
fastened. This needs to be done 4 times in a 90° angle to 
each other. 

Do the same but measure 9 cm from bottom of the slat 
upwards and mark it.  

  

The tension belt can now be fitted. Opening should be 6 slats to the left counted form the slat 
with the opening. Tighten bands until the space is around 4-
5 cm. When tightening the bands, move around the tub, 
adjusting the side modules so the bottom seam is even all 
around. 

  

For Exclusve Massage: Put the openings where indicated by the 
picture. Next to the hole for the skimmer. 
 

Put something to protect the bottom on the inside first, the foam 
plastic used for packaging works well for this purpose. Fill sealing 
compound in the gaps of bottom and side modules. 
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Fill sealing compound in the gaps of bottom and side 
modules. 

 

Smooth the seam out with a spatula. Be careful that the 
sealant is well smoothed against the tape. HINT! To do the 
bottom the easiest is to use the e.g. index finger which can 
be cleaned with turpentine afterwards. 

  

Remove the first layer of masking tape from the side 
modules. 

Then apply sealing compound on the base modules. 
 

  

Smooth the seam out with a spatula. 
 

Remove the first layer of masking tape from the base 
modules. 

 



  

After the first layer of masking tape is removed the seals 
must have time to dry, at least 12 hours, overnight is best. 
After that it is time to apply TubCoat over the seams. 

First apply TubCoat over the seam between the side and 
base module. 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Then over the side modules. 
 

Apply TubCoat on the seams of the base. Let it dry. 
 
After drying for 4 hours a second coating is applied.   

 
 
 
 
 



  

Remove the masking tape from the side modules. 
 

Remove masking tape. Let the seams dry for 24 h before 
assembling the benches. 

  

Place the first bench support between the two black 
lines on the base. Use silicone for the holes before placing 
the screws. This is just to make sure that no water can get in 
the hole which the screw has generated by drilling. Use 
screws 4,2x55mm. 

Place the rest of the bench supports in the middle of the 
assembly seam. 

 

  

The edge, if included, comes with its own assembly 
instructions. For mounting it on your hot tub; follow 
these steps. Mask the upper edge of the inside of the tub, 
leave a 1-2mm edge. 
 

Apply silicone on the top of the edge. 
 



  

Carefully position the edge on the tub. Make sure it needs to 
be adjusted as little as possible. Two people are 
recommended for this step. Now pre-drill the holes with a 
3-4mm drill bit. 
 

Place the washers in the holes and screw the edge in 
place. 

 

  

Put the plastic plugs in the holes and use a rubber mallet to 
drive them in. 
 

Apply silicone on the inside where the edges meet. 
 

  

Smear out the silicone with your index finger. 
 

Remove the masking tape. 
 

 



Masking and sanding 
Step 1 Step 2 

Apply masking tape about 1cm from the inner milled line on 
the bottom parts and about 1cm from the black line on the 
side modules. Sand the area outside the masking with 
scotch brite. 

 

Apply masking tape after the inner, milled line that are 
marked on the bottom parts. On the side modules the tape is 
applied after the black line. 

 

  

NOTE! This is an important part of the assembly process. Therefore masking and sanding are now already done at 
the factory even when assembling it yourself. 
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